SH-5000A+

Sistema de Control de Acceso por huella dactilar con funcion de ALARMA
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INA OUTY MENU

El sistema de control de acceso, SH-5000A+, es un producto profesional de control de acceso, combinado, con
algoritmos de reconocimiento de huella dactilar, sensores Opticos, tecnologia integrada de disefo y aplicacién
de software, etc. BioSH-5000A obtiene la maxima seguridad y da el maximo valor a los clientes

Caracteristicas:
o Sistema de algoritmo compuesto con operacion de alta velocidad
o Capacidad de controlar el acceso, con apoyo 99 zonas horarias, 5 grupos, 10 combinaciones de

apertura de puertas

24 horas de funcionamiento continuo disponible

Mayor seguridad, alarma de alerta de apoyo mdltiple

Especificaciones

. 4.000 huellas dactilares

. 100.000 registros.

. Funcién para programar la alarma a
diferentes horas del dia.

. Funcién de fichaje de entrada y salida.

. 4 lineas LCD blancas y LED indicador de
doble color

. Alarma anti-desmantelamiento.

. Multilenguaje (Espafiol)

. Funcion de Alarma.

Tamaho: 115mm*110mm*38mm
Peso: 1.5 kg

Temperatura de operacion: 0°C ~ 45°C
Humedad de operacion permitida: 20%
~ 80%

Velocidad de verificacion: (1:1): <0.5s
110/220VAC ~ 12VDC

Velocidad de Identificacién: (1:N): <1s
Puerto USB
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Display/Speaker LANGUAGE

LCD Display: 4 lines white LCD Display

Speaker: Voice Prompt (language can be selected)
Technical Specifications Capacity

Fingerprint capacity: 4.000

Log capacity: 100.000

Verification/ldentification

Verification speed(1:1): <0.5s
Identification speed(1:N): <1s
FRR: £0.01%

FAR: £0.0001%

Communication
TCP/IP, RS232/485, Wiegend in/out, USB port
Attendance status

Check in, Check out, OT in OT out, Break in, Break
out

Alarm
Dismantlement alarm, break-in alarm, duress alarm

Multi Language, English, French, Spanish, Arabic, etc., for
more than 15 languages can be selected

Environment

Operation temperature: 0°C ~ 45°C
Operation humidity: 20% ~ 80%
Power

110/220VAC ~ 12VDC(power supply PS-2A is optional
item)

Machine Size
155(L)*110(W)*38(H)mm
Access Control

Built-in relay, support 99 time zones, 5 groups, 10 door-
opening combinations

Function support

Door bell, Schedule Bell, SMS, webserver, Anti-pass back
Customize Function
Fingerprint capacity enlargement, Work code, Auto Status



